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Features 

• Precision current transducer based on the stable 
Danisense closed loop flux gate technology 

• Ø121mm aperture 

• Current measurement accuracy < 0.05% 

• Current output  

• Sensitivity < 2uA/A 

• Primary/secondary ratio 1:5000 

• Low offset drift over temperature 

Compact precision fluxgate AC/DC current transducer for galvanically  

isolated measurement 4000 ARMS 

Electrical specifications at Ta=23°C, Vs = ±24 V supply voltage 

Parameter   Symbol  Unit    Min  Typ.   Max Comment 

AC current IPN AC ARMS   4000  Vs = ±24V & RM ≤ 1ꭥ 

Nominal primary DC current IPN DC A -4000  4000  Vs = ±24V & RM ≤ 1ꭥ 

Primary current, measurement range IPM A -7000  7000  Vs = ±24V & RM ≤ 1ꭥ 

Current consumption   IC mA  100 + IS     1.25A @ IPM 

Nominal secondary current ISN A 0.8  0.8   @ IPN DC 

Primary / secondary ratio   1:5000  1:5000   Iprimary/Isecondary  

Measuring resistance RM ꭥ 0 1   

Linearity error  ƐL % 0.01   % refers to reading  

Bandwidth f(-3dB) kHz 100 kHz    

Response time to IPN ramp step signal  µs  0.5   400A/µs @4000A 

Temperature variation of IO , referred 
to primary 

IOT A  ±0.4    -40 … 85 °C; 0.4A @ 0.01% 

Offset current, referred to primary IO A  ±0.4    -40 … 85 °C; 0.4A @ 0.01% 

Magnetic offset current after 3 x IPN  
Referred to primary 

IOM A  ±0.4    -40 … 85 °C; 0.4A @ 0.01% 

Sensitivity error ƐG %  ±0.03    % refers to nominal current 

Overall accuracy ƐTOT % -0.05  0.05 
  % refers to nominal current 
  -20 … 85 °C 

Power supply voltages   VDC ±14.5   ±25.2   

Operating temperature range  °C -40  85   
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Isolation specifications 

Parameter Uni Value 

Rms voltage for AC isolation test, 50/60 Hz, 1 min 

- Between primary and (secondary and shield)                                  
kV 6 

Partial Discharge extinction voltage rms @ 10pC kV 2 

Impulse withstand voltage 1.2/50us kV 23 

Creepage distance mm >38 

Clearance distance mm >38 

Over Voltage Category  OV3 

Comparative Tracking Index CTI 600 

Environmental and mechanical characteristics 

Parameter Unit Min Typ Max Comment 

Storage temperature 

range 
°C -50  90  

Relative humidity % 20  80 Non-condensing 

Mass kg  4.1   

Pollution degree PD2 

Case Material  UL94 V-0 

Connections 

3 pin: JST-S3P-VH & dV/dt Shield connection 
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Mechanical drawings  
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Primary current busbar recommendations for optimal performance 

• Center the primary busbar going through the MBC4000I Ø121mm aperture. 

• At 7000A DC recommended distance is minimum 350mm. Please see drawing below 
for illustration.  

• At 4000A DC recommended distance is minimum 200mm. Note linear relation to pri-
mary current level: 4000A/7000A * 350mm = 200mm. 

- Sensor position 

200mm @ 4000A DC 

200mm @ 4000A DC 200mm @ 4000A DC 
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Alsterdorfer Str. 208
22297 Hamburg
Tel.:  +49 40 32844537
Fax.: +49 40 32844538
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www.wingold-mt.de

Messen Sie uns 
an unseren Möglichkeiten

Und was können wir 
für Sie tun?

Profitieren Sie von unserer Expertise und Erfahrung beim Einsatz ausgewählter 
Präzisionsmessgeräte, Spezial-Sensoren, Datenloggern und noch vielem mehr – 
und das immer zeitnah aus einer Hand:

Wenn Sie beim Lesen dieser Broschüre den Eindruck gewonnen 
haben, dass wir Ihnen bei der Lösung eines Problems behilflich 
sein können – lassen Sie es uns gerne wissen!

¢ Elektrische Leistungsmessungen inkl. Netzqualitätsanalyse nach EN50160

¢ Akustische Leckagemessungen inkl. Druckluft und Prozessgase

¢ Thermografische Langzeitmessungen mobil und stationär

¢ Luftmengenmessungen der Belüftungs-/Klimaanlagen mit Konditionierungseinstellung

¢ Strömungs-und Durchflussmessungen inkl. Wärmemengenerfassung 

¢ Prüfungen von Photovoltaikanlagen nach VDE0124 inkl. Effizienzanalyse der Module

¢ Auswertung und Dokumentation aller Messdaten inkl. Vor-Ort-Analyse und Beratung

¢ Produktbeschaffung und -installation, Konfiguration und Mitarbeiterschulungen

¢ Wartung, Reparatur, Garantieleistungsservices für die von uns betreuten Anlagen

¢ Permanente Netzqualitätsmessungen und Fernwartungsleistungen bei Bedarf

WINGOLD MESSTECHNIK FULL SERVICE
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